
DTU Data Conversion Module

AF-GSM

AF-GSM is a new 4G remote wireless data acquisition device 

launched by Acrel Electric. By adopting embedded design, it is embedded 

TCP/IP protocol stack, as well as powerful microprocessor chip and 

built-in watchdog, therefore, it has reliable and stable performance.
1.LINK: two seconds of flashing indicates it is initializing the wireless 

module; One second of flashing indicates it is connecting the server; 

Normally on indicates it has been connected to the server. 

2.PSSI: 1 second of flashing signal indicates the value is less than 50%; 

0.5 second of flashing signal indicates the value is greater than 50%; 

Normally on signal indicates the value is greater than 80%. 

3.COMM: it flashes once when there is a pack of data interacting with the 

download device. 

4.NET: it flashes when there is network data transmission. 

The interface on one side of AF-GSM300/400 is shown in Figure 1: 

Power input, terminal mode: DC9～30V. 

RS485 signal input. 

-01- Installation and operation instruction

General

Technical parameter

Installing   

Operating and display

Parameter name AF-GSM300-4G AF-GSM400-4GY 

Working frequency band

LTE-FDD maximum download rate is 150Mbps, 

maximum upload rate is 50Mbps

LTE-TDD maximum download rate is 130Mbps, 

maximum upload rate is 35Mbps 

CDMA  maximum download rate is 3.1Mbps, 

maximum upload rate is 1.8Mbps 

GSM  maximum download rate is 107Kbps, 

maximum upload rate is 85.6Kbps 

LTE-FDD B1 B3 B5 B8LTE-FDD B1 B3 B5 B8 

GSM 900/1800M 

LORA 137～1020MHz  

CDMA B1 B5 B8 CDMA B1 B5 B8 

GSM 900/1800M 

LTE-TDD B34 B38 B39

B40 B41 

LTE-TDD B34 B38 B39

B40 B41

Transmission rate

LORA  

4G 

RS485 

4G 

3V, 1.8V 

50Ω/SMA

RS-485 

115200bps

DC12V 

350 ~ 400mA @ 12V (400mA when dialing) 

-40℃~85℃

-40℃~90℃

0 ~95% non-condensing 

9.6cm×6.7cm×2.4cm 

Downstream

Upstream

SIM card voltage

Antenna interface

Serial port type

Baud rate

Operating voltage

Operating current

Operating temperature

Storage temperature

Temperature range

Dimension

Base plate installation,35mm standard rail mounting

(please specify when installing the guide rail)
Installation method

  固定螺钉

导轨支架

导轨

DIN-Rail Mounting         Base plate installation


